
Durability Dexterity

CE CATEGORY 2 EN 388:2016
2111X

EN 407:2004
412X3X

EN 12477:2001
TYPE B EN 21420:2020

SUITABLE FOR:
Building, Construction & Road | Automotive & 
transportation | Metal fabrication & transformation 
| Machinary & equipments | Utilities & services

PROTECTION AGAINST:
Abrasions | Scratchers | Blisters | Lacerations

PROTECTIVE FEATURES:
Kevlar Seams | Suitable for TIG welding tasks

ERGONOMIC FEATURES:
Tight fit | Elastic at wrist | Long Safety Cuff

QUALITY FEATURES:
REACH compliant

COLORS:
White | Light grey

OUTERSIDE RAW MATERIAL:
Goat grain leather | Goat grain leather | Pig split 
leather

INNERSIDE RAW MATERIAL:
Unlined

TOTAL LENGTH:
31-35 cmGUIDE 240

HEAT | WELDING

Ultra-thin, unlined welding glove with very good fingertip sensitivity, 
designed for TIG welding. Cuff in pigskin leather, palm and back in 
supple, durable full-grain goatskin. All seams are sewn using heat-
resistant Kevlar thread.
NOTE! 
Suitable for TIG welding only.

THERMAL PROTECTION

 � Unlined 
 � Goat grain leather 
 � Kevlar seams 

 � Cuff 
 � Sizes 7-11 



GUIDEGLOVES.COM

ART.NO DESCRIPTION BUNDLE CARTON UNIT AVAILIBLE IN PAIR/PCS

223501719 GLOVE GUIDE 240 7 12 120 Pair No

223501735 GLOVE GUIDE 240 8 12 120 Pair No

223501750 GLOVE GUIDE 240 9 12 120 Pair No

223501776 GLOVE GUIDE 240 10 12 120 Pair No

223501792 GLOVE GUIDE 240 11 12 120 Pair No

GUIDE 240
HEAT | WELDING

THERMAL PROTECTION


